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FACTSHEET - MIPS - 480
Characteristics 40 ft x 8 ft container pontoon

Length O.A.
Breadth O.A.
Depth

Weight

Deck thickness

Watertight bulkhead

Compartments
Manholes
Deckload

T (draught) empty
T (draught) Max.
Load cap at t Max.
Class society
Class Notation

TEKLOCK®

12.19m (40ft)
2.44 m (8ft)
2.44 m (8ft)
13.7 ton

8 mm

2

3

3

6.0 t/m?

0.46 m

214 m

50.2 ton
Bureau Veritas
Inland waters
Sheltered area
Coastal area

|

BY ROAD

BY SEA

BY RAIL

Draft (mtr)
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Modular Pontoon Systems BV

Veerdam 1

5308 JH Aalst (GLD)
The Netherlands

Tel.: +31 (0)418 - 67 80 86
Website: www.mpsbv.com

E-mail: info@mpsbv.com
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Payload (ton)

CSC APPROVAL
CERTIFICATE

APPROVAL REFERENCE
DATE MANUFACTURED
IDENTIFICATION No.

END WALL STRENGTH
SIDE WALL STRENGTH

NEXT EXAMINATION DATE

MAXIMUM OPERATING GROSS MASS
ALLOWABLE STACKING LOAD FOR 1,8 g
TRANSVERSE RACKING TEST FORCE

S CSC SAFETY APPROVAL ®

—

kg Ibs

kg Ibs

newtons

NIL

kg[NIL__ibs

NIL

kg|NIL Ibs




